
Stainless Steel Characteristic List

Items

Type of stainless steel Mechanical properties Physical properties
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Austenitic 
stainless 

steel 

S30100 301 ×12CrNi17 7 14 301 S ≥205 ≥520 ≥40 ≤207 ≤95 ≤218 0.5 194 16.9 16.3

- - ×2CrNi18 7 - 301L S ≥215 ≥550 ≥45 ≤187 ≤90 ≤200 0.5 194 16.9 16.3

S30400 304 ×5CrNi18 10 11 304 S ≥205 ≥520 ≥40 ≤187 ≤90 ≤200 0.5 194 17.3 16.3

- - - - 304J1 S ≥155 ≥450 ≥40 ≤187 ≤90 ≤200 0.5 194 17.3 16.3

S30403 304L ×2CrNi19 11 10 304L S ≥175 ≥480 ≥40 ≤187 ≤90 ≤200 0.5 194 17.3 16.3

S30451 304N - - 304N1 S ≥275 ≥550 ≥35 ≤217 ≤95 ≤200 0.5 194 17.3 16.3

S30452 - - - 304N2 S ≥345 ≥690 ≥35 ≤248 ≤100 ≤260 0.5 194 17.3 16.3

S31600 316
×5CrNiMo17 12 2

20、20a 316 S ≥205 ≥520 ≥40 ≤187 ≤90 ≤200 0.5 194 16 16.3
×5CrNiMo17 14 3 

S31603 316L 
×2CrNiMo17 13 2

19、19a 316L S ≥175 ≥480 ≥40 ≤187 ≤90 ≤200 0.5 193 16 16.3
×2CrNiMo17 14 3 

S32100 321 ×6CrNiTi18 10 15H11 321 S ≥205 ≥520 ≥40 ≤187 ≤90 ≤200 0.5 194 16.7 16.1

Ferritic 
stainless 

steel

- - - - 409L A ≥175 ≥360 ≥25 ≤162 ≤80 ≤175 0.46 200 11.7 24.9

- - - - 410L A ≥195 ≥360 ≥22 ≤183 ≤88 ≤200 0.46 200 9.9 25.1

S43000 430 ×6Cr17 8、H4 430 A ≥205 ≥450 ≥22 ≤183 ≤88 ≤200 0.46 200 10.4 26.4

- - - - 430J1L A ≥205 ≥390 ≥22 ≤192 ≤90 ≤200 0.46 200 10.4 25

S43600 436 - - 436L A ≥245 ≥410 ≥20 ≤217 ≤96 ≤230 0.46 200 10.4 25

Martensitic 

stainless 

steel

S41000 410 ×10Cr13 3 410 A ≥205 ≥440 ≥20 ≤201 ≤93 ≤210 0.46 202 9.9 24.9

S42000 420 ×20Cr13 4 420J1 A ≥225 ≥520 ≥18 ≤223 ≤97 ≤234 0.46 202 10.3 23.8

S42000 420 ×20Cr13 5 420J2 A ≥225 ≥540 ≥18 ≤235 ≤99 ≤247 0.46 202 10.3 23.8

»» ZhuanXin precision is a professional stainless steel , all kind of metal material  and CNC machining parts and rapid prototype manufacturers. If you want to know more about 
material or get a free inquiry, please contact us: sales@zxmade.com, we will reply to you within 2 hours.

www.zx-cncmachining.com


